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operating day during the semiannual 
reporting period. 

(8) Record the results of each inspec-
tion, calibration, and validation check. 

(9) Except for redundant sensors, any 
device that is used to conduct an ini-
tial validation or accuracy audit of a 
CPMS must meet the accuracy require-
ments specified in paragraphs (f)(9)(i) 
and (ii) of this section. 

(i) The device must have an accuracy 
that is traceable to National Institute 
of Standards and Technology (NIST) 
standards. 

(ii) The device must be at least three 
times as accurate as the required accu-
racy for the CPMS. 

(g) If flow to a control device could 
be intermittent, you must install, cali-
brate, and operate a flow indicator at 
the inlet or outlet of the control device 
to identify periods of no flow. 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 63.5555 How do I demonstrate con-
tinuous compliance with the emis-
sion limits, operating limits, and 
work practice standards? 

(a) You must demonstrate contin-
uous compliance with each emission 
limit, operating limit, and work prac-
tice standard in Tables 1 and 2 to this 
subpart that applies to you according 
to methods specified in Tables 5 and 6 
to this subpart. 

(b) You must report each instance in 
which you were not in continuous com-
pliance (as specified in Tables 5 and 6 
to this subpart) with each emission 
limit, each operating limit, and each 
work practice standard that apply to 
you. This includes periods of startup, 
shutdown, and malfunction. These in-
stances are deviations from the emis-
sion limits, operating limits, and work 
practice standards in this subpart. 
These deviations must be reported ac-
cording to the requirements in § 63.5580. 

(c) During periods of startup, shut-
down, and malfunction, you must oper-
ate according to the SSM plan. 

(d) Consistent with §§ 63.6(e) and 
63.7(e)(1), deviations that occur during 
a period of startup, shutdown, or mal-
function are not violations if you dem-
onstrate to the Administrator’s satis-
faction that you were operating ac-
cording to the SSM plan. 

§ 63.5560 How do I monitor and collect 
data to demonstrate continuous 
compliance? 

(a) You must monitor and collect 
data according to this section. 

(b) Except for monitor malfunctions, 
associated repairs, and required quality 
assurance or control activities (includ-
ing, as applicable, calibration checks 
and required zero and span adjust-
ments), you must monitor continu-
ously (or collect data at all required 
intervals) at all times that the affected 
source is operating, including periods 
of startup, shutdown, and malfunction. 

(c) You may not use data recorded 
during monitoring malfunctions, asso-
ciated repairs, required quality assur-
ance or control activities, and periods 
of no flow for all or a portion of an af-
fected source in data averages and cal-
culations used to report emission or 
operating levels, nor may such data be 
used in fulfilling a minimum data 
availability requirement, if applicable. 
You must use all the data collected 
during all other periods in assessing 
the operation of the control device and 
associated control system. 

(d) All terms in this subpart that de-
fine a period of time for completing re-
quired tasks (e.g., weekly, monthly, 
quarterly, or annually) refer to the 
standard calendar periods. 

(1) You may change time periods 
specified in this subpart for completing 
required tasks by mutual agreement 
with the Administrator, as specified in 
subpart A of this part. For example, a 
period could begin on the compliance 
date or another date, rather than on 
the first day of the standard calendar 
period. For each time period that is 
changed by agreement, the revised pe-
riod must remain in effect until it is 
changed. A new request is not nec-
essary for each recurring period. 

(2) Where the period specified for 
compliance is a standard calendar pe-
riod, if the initial compliance date oc-
curs after the beginning of the period, 
then you must comply according to the 
schedule specified in paragraph (d)(2)(i) 
or (ii) of this section, as appropriate. 

(i) You must comply before the end of 
the standard calendar period within 
which the compliance deadline occurs, 
if there remain at least 3 days for tasks 
that must be performed weekly, at 
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least 2 weeks for tasks that must be 
performed monthly, at least 1 month 
for tasks that must be performed quar-
terly, or at least 3 months for tasks 
that must be performed annually; or 

(ii) In all instances where a provision 
of this subpart requires completing a 
task during each of multiple successive 
periods, you may perform the required 
task at any time during the specified 
period, provided that the task is con-
ducted at a reasonable interval after 
completion of the task during the pre-
vious period. 

NOTIFICATIONS, REPORTS, AND RECORDS 

§ 63.5575 What notifications must I 
submit and when? 

You must submit each notification in 
Table 7 to this subpart that applies to 
you by the date specified in Table 7 to 
this subpart. 

§ 63.5580 What reports must I submit 
and when? 

(a) You must submit each report in 
Table 8 to this subpart that applies to 
you. 

(b) Unless the Administrator has ap-
proved a different schedule for submit-
ting reports under § 63.10, you must 
submit each compliance report by the 
date in Table 8 to this subpart and ac-
cording to the requirements in para-
graphs (b)(1) through (5) of this section. 

(1) The first compliance report must 
cover the period beginning on the com-
pliance date that is specified for your 
affected source in § 63.5495 and ending 
on June 30 or December 31, whichever 
date is the first date following the end 
of the first calendar half after the com-
pliance date that is specified for your 
source in § 63.5495. 

(2) The first compliance report must 
be postmarked or delivered no later 
than August 31 or February 28, which-
ever date follows the end of the first 
calendar half after the compliance date 
that is specified for your affected 
source in § 63.5495. 

(3) Each subsequent compliance re-
port must cover the semiannual report-
ing period from January 1 through 
June 30 or the semiannual reporting 
period from July 1 through December 
31. 

(4) Each subsequent compliance re-
port must be postmarked or delivered 
no later than August 31 or February 28, 
whichever date is the first date fol-
lowing the end of the semiannual re-
porting period. 

(5) For each affected source that is 
subject to permitting regulations pur-
suant to 40 CFR part 70 or 40 CFR part 
71, and if the permitting authority has 
established dates for submitting semi-
annual reports pursuant to 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), you may submit the 
first and subsequent compliance re-
ports according to the dates the per-
mitting authority has established in-
stead of according to the dates in para-
graphs (b)(1) through (4) of this section. 

(c) The compliance report must con-
tain the information in paragraphs 
(c)(1) through (6) of this section. 

(1) Company name and address. 
(2) Statement by a responsible offi-

cial, with that official’s name, title, 
and signature, certifying that, based on 
information and belief formed after 
reasonable inquiry, the statements and 
information in the report are true, ac-
curate, and complete. 

(3) Date of report and beginning and 
ending dates of the reporting period. 

(4) If you had a startup, shutdown, or 
malfunction during the reporting pe-
riod and you took actions consistent 
with your startup, shutdown, and mal-
function plan, the compliance report 
must include the information in 
§ 63.10(d)(5)(i). 

(5) If there are no deviations from 
any emission limits, operating limits, 
or work practice standards that apply 
to you (see Tables 5 and 6 to this sub-
part), the compliance report must con-
tain a statement that there were no de-
viations from the emission limits, op-
erating limits, or work practice stand-
ards during the reporting period. 

(6) If there were no periods during 
which the CMS was out-of-control, the 
compliance report must contain a 
statement that there were no periods 
during which the CMS was out-of-con-
trol during the reporting period. You 
must include specifications for out-of- 
control operation in the quality con-
trol plan required under § 63.8(d)(2). 

(d) For each deviation from an emis-
sion limit or work practice standard 
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